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ABSTRACT
The microorganisms are capable of accumulating heavy metal ions from water as biosorbent agents, offering 
DSRWHQWLDODOWHUQDWLYHIRUWKHGHWR[LÀFDWLRQDQGUHFRYHU\RIWR[LFSUHFLRXVPHWDOVLQLQGXVWULDOZDVWHZDWHU
,QWKHSUHVHQWZRUNPHWDOUHVLVWDQWEDFWHULDOVWUDLQVZHUHLVRODWHGDQGLGHQWLÀHGIURPDFWLYDWHGVOXGJHRID
ZDVWHWUHDWPHQWSODQWLQWKH0XQLFLSDOLW\RI6DQWD5RVD-DXUHJXL4XHUpWDUR7RREWDLQEDFWHULDWROHUDQWWR
metals, 37 bacterial strains and two isolates were selected based on their ability to show high tolerance (strains 
&DQG&PD[LPXPDGVRUSWLRQFDSDFLW\IRUWKHVWXGLHGPHWDOV,QWKLVDUWLFOHWKHWHUPELRVRUSWLRQLV
used to encompass uptake by whole (dead) biomass via physicochemical mechanisms such as adsorption 
RULRQH[FKDQJH7KHDGVRUSWLRQFDSDFLW\ZDVPHDVXUHGZLWKDONDOLQHDQGDFLGWUHDWPHQWVWRGHWHUPLQHWKH
FRQGLWLRQVIRUPD[LPXPDGVRUSWLRQ7KHDGVRUSWLRQFDSDFLW\ZLWKDFLGWUHDWPHQWZDVORZHUWKDQELRVRUEHQW
ZLWKDONDOLQHWUHDWPHQW$VHFRQGSDUWRIWKHVWXG\ZDVWKHELRVRUSWLRQRIKHDY\PHWDOV&G&U0QDQG
Pb) from aqueous dead biomass of Bacillus sp (strain C13 and C16) isolated from the activated sludge in the 
ÀUVWVWDJH
Key Words: biomass, biosorption, dead biomass, heavy metal, microbial removal.
Biosorción de Cd, Cr, Mn y Pb de soluciones acuosas industriales
por cepas de Bacillus sp aisladas de lodos activados
RESUMEN
Los microorganismos tienen capacidad de acumular metales pesados como agentes bioadsorbentes 
RIUHFLHQGRXQDDOWHUQDWLYDSDUDODUHPRFLyQGHPHWDOHVWy[LFRVHQDJXDVGHHÁXHQWHVLQGXVWULDOHV(OREMHWLYR
GHOSUHVHQWHWUDEDMRIXHDLVODUHLGHQWLÀFDUEDFWHULDVWROHUDQWHVDORVPHWDOHVSHVDGRV&G&U0Q\3EGHORGRV
DFWLYDGRVSURYHQLHQWHVGHODSODQWDGHWUDWDPLHQWRGHDJXDGHO0XQLFLSLRGH6DQWD5RVD-iXUHJXL4XHUpWDUR
Para seleccionar las bacterias que son tolerantes a los metales se aislaron 37 cepas bacterianas de las cuales 
se seleccionaron la Cepa-13 y Cepa-16 (C-13 y C-16), que presentaron una máxima capacidad de adsorción 
SDUDORVPHWDOHVHVWXGLDGRV(QHVWHDUWtFXORHOWpUPLQRELRVRUFLyQGHVFULEHODUHPRFLyQGHFRQWDPLQDQWHV\
ODXWLOL]DFLyQGHELRPDVDVPXHUWDPHGLDQWHPHFDQLVPRVÀVLFRTXtPLFRVFRPRHOSURFHVRGHDGVRUFLyQRGH
LQWHUFDPELRLyQLFR3DUDREWHQHUODVFRQGLFLRQHVGHPi[LPDDGVRUFLyQVHDSOLFyXQWUDWDPLHQWRDOFDOLQR\
XQRiFLGR/DFDSDFLGDGGHDGVRUFLyQIXHPHQRUHQPHGLRiFLGRTXHHOELRDGVRUEHQWHFRQWUDWDPLHQWR
DOFDOLQR8QDVHJXQGDHWDSDGHOHVWXGLRIXHODELRVRUFLyQGHPHWDOHVSHVDGRV&G&U0Q\3EXWLOL]DQGR
las biomasas muertas de BacillusVSFHSD&\&DLVODGDVGHORVORGRVDFWLYDGRVGHODSULPHUDHWDSD
Palabras Clave: biomasa, biosorción, biomasa muerta, metales pesados, remoción microbiana.
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nalysis of heavy metals in wastewater is important 
EHFDXVHRIWKHLUVLJQL¿FDQWUROHLQYDULRXVFRPSOH[
processes, such as surface soil and water loading, 
bioaccumulation in living organisms, cloud stability, 
INTRODUCTION
$
atmospheric catalysis, and increases in the frequency of air and 
water-borne diseases[1,2]. The concentrations of trace metals in 
the atmosphere are continuously increasing due to both natural 
and anthropogenic emission sources, such as winds, storms, 
volcanic eruptions, biomass burning, evaporation, fossil fuels 
FRPEXVWLRQ RUH VPHOWLQJ WKHUPDO SRZHU SODQW À\ DVK DQG
unsustainable use of natural resources. Trace metals are subject 
to biogeochemical cycles that determine their presence and 
concentrations in different compartments of the environment: 
soil, groundwater, surface water, air, and living organisms. 
Human intervention can alter the metal concentrations in 
these compartments and change the distribution of metals in 
the environment. The toxicological importance of metals is 
enormous because of their ubiquity, their extensive industrial 
and domestic use, and their environmental persistence. This 
persistence depends upon the characteristics of the chemical 
compound that the metal comprises, which determine the 
metal’s environmental mobility and its bioavailability[3]. The 
metals in the hydrosphere are of environmental importance 
because of their interactions with solid geological materials, 
WKHLULQÀXHQFHRQELRORJLFDOSURFHVVHVDQGWKHLULQWHUDFWLRQV
with the atmosphere by evaporation processes[4]. Biosorption is 
a technology that represents an alternative to conventional water 
treatments for heavy metal recovery. This technology allows 
the reuse of agricultural and industrial residues. Biosorption 
is a term that describes the removal of polluting agents from 
aqueous solutions by using biomass. The mechanism of removal 
by biosorption is not controlled by metabolism, but mainly 
by surface adsorption. In contrast, the term bioaccumulation 
describes an active process of metal removal that requires the 
metabolic activity of a live organism[5]. Heavy metal removal 
by biomaterials such as biosorbents offers an alternative for 
WR[LFPHWDO UHPRYDO IURP LQGXVWULDO HIÀXHQWV[6]. It is known 
that biomaterial residues such as agents seaweed, bacteria, 
IXQJLDQGFHUWDLQDTXDWLFÀRUDKDYHWKHDELOLW\WRFRQFHQWUDWH
and accumulate metals from dilute aqueous solutions[7]. When 
selecting the metals of interest to examine their removal or 
recovery options by the application of appropriate technologies, 
the following considerations are mainly taken into consideration: 
environmental pollution problems and deterioration of several 
ecosystems with the accumulation of many toxic metals[8].
MATERIALS AND METHODS
Isolation of bacteria 
For the growth and isolation of bacteria, a 1 mL sample of 
activated sludge was deposited in a tube containing 9 mL of a 
sterile saline solution (NaCl to 0.5%). The tube was warmed 
to a temperature of 80ºC over the course of 20 minutes, 
resulting in thermal selection of bacteria that are capable of 
forming spores The tube was then incubated at 36ºC for 24 
hours. After treatment 100 μL from this sample was spread 
in duplicate onto plates with medium Luria Bertani (LB) 
agar and nutritious agar). Plates were then incubated at 36ºC 
for 24 hours. Strains were characterized by growing in LB 
agar and nutritious agar prepared with CdCl
2
, MnCl
2
, CrCl
2 
and PbCl
2
 at 50 and 100 mg L-1. A total of 37 strains were 
isolated, 16 of which grew in LB agar and 31 of which grew 
in nutritious agar.
Effects of metals on bacterial growth
The solutions with heavy metals were sterilized by using 0.45 
ȝPSRUHVL]HVWHULOH¿OWHUV7KHVWUDLQVWKDWFRXOGWROHUDQWHWKH
KLJKHVWKHDY\PHWDOFRQFHQWUDWLRQZHUHVHOHFWHGDQGLGHQWL¿HG
Two strains (C-13 and C-16) displayed growth at concentrations 
of 50 mg L-1 for all the metals. Growth was recorded after 1–3 
days of incubation at 36°C. The lowest concentration of metal 
that completely prevented growth was termed the minimal 
inhibitory concentration (MIC).
The metal susceptibility of each strain was determined using 
CdCl
2
, MnCl
2
, CrCl
2
 and PbCl
2
. Liquid cultures in LB medium 
were incubated in a shaker at 37°C until the suspension reached 
an OD600 between 0.4 and 0.5. A volume of 100 μL of each 
strain was spread in LB medium diluted to 50% of normal 
strength. A volume of 5 μL of each metal with concentrations 
of 50 μg/mL to 300 μg/mL was spotted on the agar plates in 
triplicate and plates were incubated overnight at 37 °C. After 
overnight incubation, inhibitory or clear zones were recorded and 
MIC (the lowest concentration of metal ion which completely 
inhibited growth) determined.
Determination of Cd, Cr, Mn and Pb content in 
solutions
To determine the biosorption capacity of the Bacillus sp. 
(C13 and C16), each of the subject treatment samples were 
analyzed using a GBC double beam 932AA  Atomic Absorption 
Spectrophotometer coupled with a System 3000 graphite 
furnace accessory, a GF3000 graphite power supply and a 
PAL3000 furnace auto-sampler controlled by an Intel personal 
computer. For background correction, a deuterium lamp was 
used. Pyrolytically coated graphite tubes and boosted discharge 
hollow cathode lamps (Photron Super Lamp) were used for Cd 
and Pb analysis at 228.8 and 217.0 nm, respectively. Hollow 
cathode lamps (Photron) for Cr and Mn, at 357.9 and 279.5, 
respectively, were used before and after sorption equilibrium 
established.
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Isolation and molecular characterization 
Microscopic characterization was carried out by means of 
the Wirtz’s tension using 7.6% malachite green and 0.25% 
saffron, observing the presence of bacterial endospores[9]. 
$PSOL¿FDWLRQRIDVU'1$JHQHVHTXHQFHZDVSHUIRUPHG
by PCR with the conserved eubacterial primers fD1 and rD1[8]. 
7KH UHDFWLRQVZHUH SHUIRUPHG LQ  ȝ/ YROXPHV XVLQJ WKH
Platinum PCR Supermix High Fidelity system (Invitrogen). 
$PSOL¿FDWLRQ FRQGLWLRQV XVLQJ D %LR5DG & 7KHUPDO
Cycler were: 94°C (2 min), 30 cycles of 94°C (30 s), 45°C 
VDQG&PLQZLWKD¿QDOPLQFKDLQHORQJDWLRQ
DW&7KHDPSOL¿FDWLRQSURGXFWVZHUHSXUL¿HGXVLQJ WKH
DNA clean concentrator-5 kit (Zymo Research) according to 
WKHVSHFL¿FDWLRQVRIWKHPDQXIDFWXUHU7KHVHTXHQFLQJUHDFWLRQV 
were performed by LANGEBIO, Mexico. The obtained 16s 
rDNA sequences were aligned against nucleotide sequences 
from the GenBank[9] and the Ribosomal Database Project (RDP)
[10] using the ClustalX2 method[11]. Sequencing reactions were 
performed by the Macrogen Korea Institute (Seoul, Republic of 
Korea) using the Sanger technique[12]. The 16s rDNA sequences 
were aligned and compared by BLAST[13] against nucleotide 
sequences from GenBank[14], the best results were recovered 
and the alignment of the sequences was performed with the 
ClustalW program[15]. Phylogenetic reconstruction was done 
with the MEGA6 program[16] using the following parameters: 
maximum likelihood[17] with 1000 bootstrap replicates, which 
shown a tree > 50% support.
Metal Biosorption in dead biomass 
Two strains of Bacillus sp. (C13 and C16) were inoculated 
LQWRP/RI/%PHGLXPLQP/(UOHQPH\HUÀDVNVDQG
incubated on a shaker at 150 rpm for 24 h at 36°C. The cells 
were grown to exponential phase, harvested by centrifugation 
at 14000 rpm for 30 minutes at room temperature and washed 
three times with deionized water. Cells were dried in an oven 
at 80°C for 12 hrs. Tests biosorption in batch system were 
SHUIRUPHGZLWKHDFKVWUDLQLQP/(UOHQPH\HUÀDVNVZLWK
mL of a solution of Cd, Cr, Mn and Pb of 50 mg L-1 and adding 
10 mL of 24 hour culture with a dead biomass concentration 
of 1 g L-1 [18].
For biosorbent activate the two treatment conditions for metal 
were provided for the two strains:
Alkaline treatment: Before contact with the metal solution, 
800 μL of 0.5M NaOH was added to 50 mg of dead biomass 
for 5 minutes to remove possible ions and to activate functional 
groups of the microorganisms according to the description 
by[19-22].
Acid treatment: In this treatment, 800 μL of 0.1 MHClO
4
 
was added to 50 mg of dead bacterial biomass for a contact 
WLPHRIPLQXWHVLQHDFKH[SHULPHQWDOÀDVN7KHH[SHULPHQWV
were performed in 125 mL. For both treatments, samples were 
taken every 5 minutes to measure the concentration of metals 
adsorbed in a 1-hour period. This was continued for 3 days by 
taking samples every 12 hours.
%DWFKWHVWVZHUHFDUULHGRXWLQP/(UOHQPH\HUÀDVNVWR
FKHFNWKHLQÀXHQFHRIVWDUWLQJPHWDOFRQFHQWUDWLRQPJ/-1), 
in order to check the possible maximum removal of metal ions. 
A control assay accompanied each experiment.
$W WKH HQG RI HDFK H[SHULPHQW ÀDVNV ZHUH UHPRYHG IURP
the shaker and solutions were separated from the biomass by 
¿OWUDWLRQWKURXJK¿OWHURIPSRUHVL]H0VROXWLRQVRI
NaOH and HCl were used to adjust pH of the medium to 10.
The results obtained in this study showed that the alkaline 
treatment is more effective in removing metal ions from an 
aqueous system. Therefore, alkaline pH of 10 was selected to 
be the optimum pH for all further studies.
RESULTS AND DISCUSSION
Effects of metals on bacterial growth
Activated sludge is a dynamic, multi-component system, whose 
SURSHUWLHVDUHFRQWLQXDOO\PRGL¿HGE\PLFURELDODQGFKHPLFDO
processes. Some metals are essential to microorganisms and 
therefore required by them, whereas others are toxic, even in 
small quantities. The measurement from the culture incubates for 
15 hours were in agreement according to the growth resistance in 
solid media. However, when the strain C13 in media containing 
50 mg L-1 Cd and Mn (panel a and d, Figure 1), showed a slightly 
longer lag phase that in absence of metals. The growth curve 
of the strain C13 in the media containing Cr and Pb follow the 
same grow pattern as the control, we did not observe inhibition 
for Cr and Pb at 50 mg L-1. On the other hand, when the strain 
C16 was grown in media containing 50 mg L-1 Cd (panel a, 
Figure 2), it followed the same growth pattern as the control. 
However, the growth in presence of media containing 50 mg L-1 
Cr, Mn and Pb (panel b, c and d, Figure 2), the growth showed 
a slightly longer logarithmic phase that in absence of metals. 
In comparison to previous studies, the Bacillus sp.  (C13 and 
C16) were able to grow at high concentrations of Cd, Cr, Mn 
and Pb in liquid media, which might be important to survival 
in presence of metals under natural conditions[23].
,GHQWLÀFDWLRQDQGSURSHUWLHVRILVRODWHV
To examine carbon source preferences, the isolates were 
grown on M9 minimal medium agar and supplemented with 
0.2% of different sugars at 35°C. As shown in Table I, two 
strains were able to use all the carbon sources. The bacterial 
strains that were utilized in the experiments described above 
ZHUHLGHQWL¿HGE\'1$VHTXHQFHDQDO\VLVRIWRE\
fragments of 16s rDNA prepared by PCR as described in the 
Materials and Methods section. Comparison of those sequences 
using the BLAST program indicated 99% identity of the PCR 
products with the rDNA sequences of Bacillus sp. (Figure 3).
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Figure 1(a, b,c and d). Effects of metals on cell growth to C13 
and metal biosorption for Cd, Cr, Mn and Pb conditions: 50 
mg L-1 of metal concentration.
Figure 2 (a,b,c and d). Effects of metals on cell growth to C16 
and metal biosorption for Cd, Cr, Mn and Pb conditions: 50 
mg L-1 of metal concentration.
a)
b)
c)
d)
a)
b)
c)
d)
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Utilization of carbon source1 Metal resistance (mg L-1)
Strains Gl Fr Ga Xyl Su Cd Cr Mn Pb
Bacillus sp (C13) + + + + + 50 50 50 50
Bacillus sp (C16) + + + + + 50 50 50 50
1Carbon source used in this work were Glucose (Gl); Fructose (Fr); Galactose (Ga);Xylose (Xyl) and Sucrose (Su).
Effect of pH
The effect of the pH of a solution is a major factor that 
determines the biosorption property of removing metals ions 
IURPDQDTXHRXVV\VWHP7KHS+RIVROXWLRQKDVDVLJQL¿FDQW
impact on metal uptake since it determines the surface charge 
Table I. Characterization of bacterial strains isolated from an activated sludge at a wastewater.
Figure 3. Phylogenetic tree derived from 16s rDNA sequence data of strain C13 and C16 and other related species (blue line) 
and external group (black line).
of adsorbent, solubility of the metals ions and the degree of 
ionization and speciation of adsorbate[24,25]. Cd, Cr, Mn and 
Pb adsorption increases linearly with in solution pH in the 
range of 7 to 10 as shown in Figure 4 for the isolated strain 
Bacillus sp.  (C13 and C16). In contrast, decreases the Cd, Cr, 
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Figure 4. Effect of initial pH on equilibrium biosorption capacity for Cd, Cr, Mn and Pb conditions: 50 mg L-1 of metal 
concentration.
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Mn and Pb adsorption at low pH values is due to an increase 
in competition for adsorption sites by H+ [26]. The results 
obtained in this study showed that the alkaline treatment is more 
effective in removing metals, as after 5 minutes the biosorption 
process removed 90% of the metals[27]. The possible reasons 
for this is that at pH less than 3, polymers are protonated and 
restrict entry of metallic ions, and at higher pH, the groups 
responsible for the retention of metals are negatively charged 
facilitating the binding of the metals ions[24,28-31]. This resulted 
in a more favorable electrostatic attraction capacity of Cd, Cr, 
Mn and Pb: a concentration of 50 mg L-1 of metal forces, and 
so enhances, cationic metal ion adsorption at a temperature 
of 27 ± 1°C.
Effect of contact time
The contact time was evaluated as one of the important 
SDUDPHWHUVDIIHFWLQJWKHELRVRUSWLRQHI¿FLHQF\)LJXUHVDQG
VKRZWKHELRVRUSWLRQHI¿FLHQF\RIBacillus sp. (C13 and C16) 
at concentrations of 50 mg L-1 and at temperature of 27±1°C 
for all the metals (Cd, Cr, Mn and Pb) as a function of contact 
WLPH7KH&Gޓ0Qޓ&Uޓ3EXSWDNHLQFUHDVHVZLWKDULVHLQFRQWDFW
time up to 80 minutes, and after that it is almost constant. The 
fast initial metal biosorption rate was attributed to the surface 
binding and the following slower sorption was attributed to 
the interior penetration. Different kinds of functional groups, 
ZLWKGLIIHUHQWDI¿QLWLHVWRPHWDOLRQVDUHXVXDOO\SUHVHQWRQWKH
biomass surface. According to these results, a contact time of 120 
minutes was set in order to ensure that equilibrium conditions 
are attained. Beyond 180 minutes equilibrium no longer exists 
and amount of metal adsorbed decreases with time up to 2,140 
minutes and aging increases.
Isotherm and Kinetics Study
Several kinetic models are available to understand the behavior 
of biosorbents and also to examine the rate of the controlling 
mechanism of the adsorption process. The Langmuir constants 
EDQGTPD[DQGWKHFRUUHODWLRQFRHI¿FLHQW52 are given in Table 
II. The calculated value of Langmuir constant b showed that 
adsorption is favorable, and the linearized equation presented 
a good correlation of the removal capacity for Cd, Cr, Mn and 
Pb. Figure 7 shows the Langmuir adsorption isotherm. The 
plots of C/q versus Cf (mg L-1) of Bacillus sp. (C13 and C16) 
for Cd, Cr, Mn and Pb resulted in straight lines.
Langmuir Model: The Langmuir treatment is based on the 
assumptions that maximum adsorption corresponds to a 
saturated monolayer of solute molecules on the adsorbent 
surface, that the energy of adsorption is constant, and that there 
is no transmigration of adsorbate in the plane of the surface. 
The linear form of the Langmuir isotherm model is given by 
the following equation:
C
f
           1          C
f__  =  _____ + ____
 
q        bqmax      qmax
Where b and C
f 
are adjustable parameters:
      C
f 
»1=> q
max 
= b
   
C
f 
«1=> q
max 
= bC
f
CONCLUSIONS
The strains showed a high capacity for the uptake of heavy 
metals (Cd > Cr >Pb>Mn) both in single and in mixed heavy 
PHWDOVROXWLRQ7KHELRVRUSWLRQSURFHVVGHSHQGVVLJQL¿FDQWO\
the pH of the solution and is favored at around value of 7 to 
10 and 24 hours pre-culture times. Thus, the presence of metal 
in the growth medium allowed the maintenance of tolerance at 
a level comparable with that observed in isolation. The study 
indicated that the dead biomass of Bacillus sp. could be used as 
DQHI¿FLHQWELRVRUEHQWPDWHULDOIRUWKHUHPRYDORIKHDY\PHWDOV
in aqueous solutions. The Langmuir adsorption model used for 
the mathematical description of the biosorption equilibrium of 
the adsorption isotherm metallic ions onto alkaline treatment 
showed the best correlation (Table I) for the adsorption. Greater 
than 90% of adsorbed heavy metals were distributed both in 
cell wall and in cell membrane fractions. Therefore, this study 
reports a method that could be useful for bioremediation. 
Biosorption has received great attention during the last years, 
due to the potential use of microorganisms for cleaning metal-
polluted water or wastewater streams. Biosorption, utilizing the 
ability of non-living biomass to accumulate heavy metals from 
wastewater, is considered as a more competitive, effective and 
Adsorption 
isotherm
C13 C16
Parameters Value
R2
Parameters Value
R2
q
max
 (mg/g) b (mg/L) q
max
 (mg/g) b (mg/L)
Cd 0.489 0.114 0.998 0.463 0.119 0.995
Cr 0.528 0.120 0.997 0.465 0.090 0.996
Mn 0.459 0.054 0.997 0.528 0.149 0.998
Pb 0.484 0.120 0.998 0.536 0.180 0.995
Table II. Langmuir isotherm for Cd, Cr, Mn and Pb conditions: 50 mg L-1 of metal concentration with alkaline treatment.
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Figure 6 (a,b,c and d) Effect of contact time to C16 on Cd, Cr, Mn and Pb at temperature of 27±1°C.
Figure 5 (a,b,c and d) Effect of contact time to C13 on Cd, Cr, Mn and Pb at temperature of 27±1°C.
a) b)
c) d)
a) b)
c) d)
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Figure 7. Langmuir adsorption isotherm for C13 and C16 for Cd, Cr, Mn and Pb a 27 ± 1°C.
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economically attractive treatment method than bioaccumulation, 
because maintaining a viable biomass during the metal removal 
SURFHVVFDQEHUDWKHUGLI¿FXOW7KHIXWXUHSURVSHFWOLHVLQWKH
application of this microorganism for purposes like heavy 
metal remediation and potential use in extracting rare metals 
from dilute solution or removing toxic metals from industrial 
HIÀXHQWV+RZHYHUWKHDSSOLFDWLRQRIWKHVHWUHDWPHQWSURFHVVHV
is sometimes restricted, due to technological and economical 
constrains.
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